
2) SPECIALLY ATTACHED EQUIPMENT







- Extended range dynamic retarding







- Pull-hook (Rear)







- Pull-hook (Front)







- Low insulation lamp







- Rear clearance light (red)







- Reinforced operator seat







- Engine oil temperature gauge







- Engine oil pressure gauge







- Dump lever indicator light and sound signalization







- Preliminary fuel pumping system

                                                                     - Socket for portable inspection lamp 

                                                                       (24V Russian Standard)







- Alcohol injection device







- Traction motor preheating device







- Traction motor preheating switch







- Air dryer







- Winter-proof hoses, wiring and shields

                                                                     - Pre-lubrication device

                                                                     - Group lubrication system (2 groups: hoist cylinder

                                                                       pin upper and lower, body hinge pin

                                                                     - LINCOLN centro-matic system

                                                                       for 2 points lubrication

                                                                     - Radiator coolant level warning device 

                                                                       with caution lamp and sound signal in cabin







- Emergency steering system







- Propulsion interlock (Body-up)







- Ladder to fuel tank







- Reinforced bumper

- Automatic emergency engine stopper







- High pressure line-filter







- Passenger seat







- Anti-slip plate on bonnet







- Hydraulic oil temperature gauge with warning lamp







- Radiator shutter (thermostatically controlled)







- Clearance light

- Air conditioner

- One spare heavy duty rim (for radial tires)

- Platform guard (R.H.)







- PLM System (Printer-type) 
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